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NOTICE OF PUBLIC HEARING OF THE MARSHALL COUNTY PLANNING COMMISSION 
 

Current: 

4-106.2 Fire Hydrants  

Fire hydrants shall be required in all subdivisions; they shall be located no more than one 
thousand (1,000) feet apart and be within five hundred (500) feet of any residential, 
commercial, or industrial lot measured from an approved fire apparatus route. However, 
the planning commission may require closer spacing where physical conditions or types of 
structures so warrant. To eliminate future public way butting or openings, all underground 
utilities for fire hydrants, together with the fire hydrants themselves, and all other water 
supply improvements shall be installed before any final paving of a public way shown on 
the subdivision plat, unless otherwise approved by the planning commission.  

All minor plats that require fire hydrants shall ensure hydrants are placed at consistent 
intervals of no more than 1,000 feet from the nearest hydrant. This spacing standard shall 
be used to determine the placement of all new hydrants.  

A fire hydrant shall not be required for one-lot subdivisions. 

 

Proposed: 

Fire hydrants shall be required in all subdivisions; In major subdivisions they shall be 
located no more than one thousand (1,000) feet apart and be within five hundred (500) feet 
of any residential, commercial, or industrial lot measured from an approved fire apparatus 
route. In minor subdivisions they shall be located no more than two thousand six hundred 
(2,600) feet apart and be within one thousand three hundred (1,300) feet of any residential, 
commercial, or industrial lot measured from an approved fire apparatus route. However, 
the planning commission may require closer spacing where physical conditions or types of 
structures so warrant. To eliminate future public way butting or openings, all underground 
utilities for fire hydrants, together with the fire hydrants themselves, and all other water 



supply improvements shall be installed before any final paving of a public way shown on 
the subdivision plat, unless otherwise approved by the planning commission.  

All minor plats that require fire hydrants shall ensure hydrants are placed at consistent 
intervals of the required spacing measured in feet from the nearest hydrant. The 
appropriate spacing standard shall be used to determine the placement of all new 
hydrants.  

A fire hydrant shall not be required for one-lot subdivisions. 

If the Fire Hydrant Installation requirements of these Subdivision Regulations create an 
undue burden on the developer or cannot be reasonably met due to topographical 
constraints, terrain limitations, utility access issues, or other unforeseen circumstances, 
the applicant may request relief from the Building Official. 

If such a request is denied by the Building Official, the applicant shall have the right to 
present the plat and associated documentation to the Planning Commission for 
consideration. The Planning Commission shall have the authority to review the 
circumstances, evaluate the applicability of the requirement, and determine whether to 
grant a modification, variance, waiver, approve as submitted or alternative compliance 
measure. 

 


